TEA

Tiles Expert Analyzer

ALCISASs leadingthe market providingadvancedvision processtechnologies
Our missionis to bring friendly solutionsusingthe bestvisionicstechnologiesanalyzing
complexproducts,havingroboticsintegrations

Our solutions have been used mainly by industries as Ceramics, Spatial, Robotics, 7 y

Securities, Military, Energies,Research& Development, Engineering, Plant & Seed AUtoma_t Ic Quahty COn.tl‘OI
breeders,Meat process Roof Tile Manufacturlng
WHY ALCI?

3D scan all real details

— AdvancedD & 2D technologies
algorithms

— Auto controlprocess

— Remote control if required

— Friendly criteria & recipe modifications T

- Realtime data collection 2D colors, tones, shine, humid tiles

— Splitting possibilities for second, third
product quality line

— Automatic camera cleaning

— Data Logs for data copy safeties

— Training, support and hotline

— Specific services

— Different login levels (operator,
supervisor, maintenance etc..)

— Friendly recipes

/ Acoustic control System \ . -
with our partner RTE ALCI Advanced Vision Technologies

5 Vision Analysis

j 3D & 2D

j»

« a l C I Standard UNE 1304, EN1304, EN1024
visionics & robotics
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ALCI SAS Algorithms

afag
_ISO 9001

rengined : cienl 1or you Qualité

Web Site: www.alci -systems:com -
Discover TEA on the-WEB ~
Contact : sales@alci.fr -

Tel : +33 67 8565 15



http://www.alci-systems.com/
http://www.alci-systems.com/product-service/tiles-expert-analyzer-tea
mailto:henri.delosrios@alci.fr

Quality Control

Roof Tile Manufacturing Automatic

Control Quality System

ALCI Advanced Vision Technologies
3D scan and 2D high resolution cameras
100% Production full checked

3D cameras for mechanical details
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Controls
— 3D: Distortions,superficies, dimensions (principals as length, width and special details), holes,

P10T «« CON P4S

crinkled, folded, angles, corners, bends, press failures, hits, bumps, interlocking detalils, '3‘3(-?-—‘%' P
broken/missing parts, edge checking, extrusions, bubbles, mechanical references, burr free, \_ ‘ %
pressing cut s, mol d number recognition..

— 2D: cracks (intrados, extrados and edge), extrados and edges, skinned effegibedeviations, 2D High resolution cameras for visual defects

slips, color defects, shines, tones, droplets sizes, missing o excess of painting, dry marking,
superficial wrinkl es, col or Contr ol on humi d til (S Colors, engobes, tones, droplets, fails, excess, shine, etc...

And mor e ...

Allows

— Control100% of your production

— Your Customer satisfactions having always the
best quality

— Complete control in less than one second

— Efficient, reliable and repetitive

— Network integration (spc) statistical per type of
defect/time/team etc

You Improve Quality!

Easy Adjust Real values

Press fails \

~ N

— Factory global process improvefeal time 1
— Optical mold failure and deviations d <w >
— Reduce gas/power consumption and CO2 iy

emission rates
— ROl maximum 2 years (average one)
— Saving money not having wrong % of products
on pallets at deliveries
— Defect rates per hour, month, year, defect type
tile models, pressing molds, processed furnac
areas, dryer areas..
Control quality at Green & Dry step, before K —/
painting,why to use painting on wrong tile?
Why process wrong tiles in the furnac¥@u get / Cracks Intrados Extrados \

back the material ..
COﬂthI quallty at Flred Step (2] length 32,00 5 mm ' Width 267

[2] width 0,10 < mm Length 32024

You can adjust your criteria/values in OFFLINE Mode Distortions

Agile engineering eflicient log

And more!



